R0.74 [RO.029]

2.00 [0.079]

6.00 [0.236]
4-@0.90 [0.035]

7.00 [0.276]

5.50 [0.217]

512 [0.202)

12.50 [0.492]

0.25 [0.010]
. 5.10 [0.201]REF

/.00 [0.276]

REVISIONS

14,50 [0.5/1]

7.20 [0.284)

19.30 [0.760]

0.90 [0.035]
0.42[0.017]

13.80 [0.543]

3.00 [0.118]

0.50 [0.020]

I 2.00[0.079]
Mmoo
11.85[0.467] 7.00[0.276]
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UNSPECIFIED TOLERANCES

Housing Material: PBT UL94V-0, black/MWhite

Contact Terminal: C2680
Metallic Shell: Spcc430

CONTACT: UNDER PLATED 50u™ MIN

. NICKEL ALL

OVER 100u™ MIN. TIN IN SOLDERING

AREA GOLD PLATED IN CONTACT AREA.
Salt Spray Test Requirements: Test 12H

High temperature resistance of gelatinous heart:200°~220°

Contact Resisance.
30 milllohms MAX
Dielectnic Withstanding Voitage:

500V AC AT Sea Levol
Lnsulation Resistance:

1000MEGA ohms MIN

U221-04XN-1BUQO7-X1

W:WHITE B:BLACK

‘ L 1:spcc
S:Scrolls F:Flat
1:Au 1U" 1'-PRT

o9:Au 15U" 2 PABT
6:Au 30U" 3-PAOT
4 LCP

SCALE: N/A
VIEW:

UNIT: mm/in
SIZE: A4

i

ONG GUAN XI BANG ELECTRONIC CO., LTD

MODEL TYPE:
UuSB 2.0

PART NO.:

DWG NO.:
U221-04XN-1BUO/-S1

WEIGHT | SHEET |[REVISION
N AQ



